
open anodised screen-print aluminium sheets with a decorative surface structure and an 
anodised layer of  13 - 15 mµ. The sheets are provided with a barrier layer and therefore have
a guaranteed storage life of 1 year.

open anodised screen-print aluminium sheets with a decorative surface structure and an
anodised layer of 19 - 21 mµ. The sheets are provided with a barrier layer and therefore have
a guaranteed storage life of 1 year.

open anodised digital printing aluminium sheets with a decorative surface structure and an 
anodised layer of  19 - 21 mµ. Due to special packing the sheets have a guaranteed storage 
life of 3 months. Durapor sheets can also be used for screen-printing in the pores.

open anodised digital printing aluminium sheets with a decorative surface structure and an 
anodised layer of  13 - 15 mµ. Due to special packing the sheets have a guaranteed storage
life of 3 months. Durapflash sheets can also be used for screen-printing in the pores.

open anodised digital printing aluminium sheets with a decorative surface structure and an 
anodised layer of  23 - 25 mµ. The sheets are provided with a barrier layer and therefore have
a guaranteed storage life of 1 year. Duraseal sheets can also be used for screen-printing in
the pores.

anodised aluminium sheets with a decorative surface structure and sealed pores for
mechanical engraving and laser marking.

open anodised photo aluminium sheets with a decorative surface structure and an anodised
layer of 19 - 21 mµ. The sheets are provided with a barrier layer and photo-emulsion.
Due to the barrier layer the sheets have a guaranteed storage life of 8 months.

decorative aluminium sheets for anodising. AlMg 1, 1/2 hard, Alloy 5005.
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