Poluchromal

Specifications of DuraSeal25 anodised aluminium sheets

This is to specify the properties of products made from DuraSeal25 anodised aluminium sheets according to
the working instructions for the product which are issued by the manufacturer of the DuraSeal25 anodised
aluminium sheefts i.e. Polychromal b.v., Alkmaar in Holland.
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Polychrom

Ferric chloride : 10% solution 24 hrs NO EFFECT
Ammonium Hydroxide : 10% solution 10 hrs DULLING
Mil-P-21563 : soap solution 16 hrs NO EFFECT

Mil-C-25179 AIN in
Heptane 1 25% solution, 1 min. NO EFFECT
(cleaning solution)

Sulphuric Acid : 10% solution, 24 hrs NO EFFECT
Phosphoric Acid 1 1% solution, 12 hrs NO EFFECT
Nitric Acid : 3% solution, 72 hrs NO EFFECT
TSP 1 1% solution, 40 hrs NO EFFECT

DuraSeal25 sheets meet the standard of the following specifications:

Mil.spec.A.8625 A type Il coating
Mil.spec.P.514C (15.5.1963)
(3.2.1. + 3.2.2. Grade B)
Mil.spec.P.514D (15.9.1966)
(3.2.2.+3.6.)
Fed.Std. G.G. P.455B (10.7.1972) type I, class |
(class Il not standard)
(3.5.-3-7-1-t/m 3.10- 6.1 - 6.5.3.)

The products made with DuraSeal25 and after treatment provided with an * adhesive backing” meet
Mil.spec. P.198348B.
Alkmaar, 29-06-2016

POLYCHROMAL B.V.
Eric Hensen
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