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D I G I T A L ,  S C R E E N P R I N T I N G  A N D  S E A L I N G  C H E M I C A L S

DIGITAL PRINTING CHEMICALS
DuraColour
Solvent -based inkjet ink for digital printing in DuraSeal 

and DuraPor plates by the means of the DSE-Aluprinter 

(digital fl atbed printer).

- Available in the colours C, M, Y, K, and Transparent.

- Shelf life: 1 year, when closed properly, at a temperature 

of < 25°C.

DuraClean
Solvent for cleaning the printed and sealed plates.

- Shelf life: 2 years, when closed properly, at a temperature 

of < 25ºC.

SCREENPRINTING CHEMICALS
PoroPrint Screenprint Paste
Screenprinting paste for screen printing in open-anodised 

aluminium plates.

- Ready-to-use.

- High dye concentration.

- Also suitable for intensely colouring thin anodised layers.

- Available in 10 base colours and several mix colours.

- The colours can be mixed together.

- The colours can be cut with PoroPrint transparent.

- Shelf life: 2 years, when stored in a dark place at a 

temperature of < 25°C.

PoroPrint Transparent
Transparent screen printing paste to cut the 

intensity of the colour. 

- Shelf life: 2 years, when closed properly.

PoroClean
Solvent for cleaning the printed and sealed plates.

- Shelf life: 2 years, when closed properly.

SEALING CHEMICALS
Sealing Salt
Liquid that serves as a buffer for the seal water pH value.

- Mixture: 3 gr / litre of seal water.

- Shelf life: 1 year.


